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APS PUSHBUTTON NOTES: 4
SIGNAL POLE AND INSTALL A NEW SIGNAL HEAD. |
B)INSTALL 3 INCH RIGID PVC CONDUIT - TRENCHED. 2. ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED SHALL BECOME THE 1. PUSHBUTTONS ARE TO BE LOCATED SO THAT THEY CAN BE ACTIVATED BY
5USE EXISTING HANDHOLE PROPERTY OF THE SIGNAL CONTRACTOR UPON COMPLETION OF THE SIGNAL A PERSON IN A WHEELCHAIR REACHING LESS THAN 18" FROM A 60“X60” LEVEL
©®USE EXISTING CONDUIT. PROJECT. LANDING AREA WITH A CROSS SLOPE OF LESS THAN OR EQUAL TO 2%.
® ADJUST EXISTING HANDHOLE. . 3. THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL SIGNAL 2. THE 10’ SEPARATION BETWEEN PUSHBUTTONS 1S TO BE MEASURED FROM
®INSTALL AN 18" BY 36" CONCRETE FOUNDATION WITH A 10 FOOT PEDESTAL eaart 10 THE APPROPRIATE TERMINALS AND PROPERLY LABEL EACH FACE OF PUSHBUTTON TO FACE OF PUSHBUTTON. NOT CENTER TO CENTER
POLE CUT TO 5 FEET WITH APS PUSHBUTTON AND SIGN (I- 3' CONDUIT BEND) ' OF POLE.
(STANDARD NO. 801.01-01). 4. ALL UNUSED SIGNAL CABLES SHALL BE REMOVED FROM TRAFFIC SIGNAL 3. PUSHBUTTONS MUST MEET LOCATION REQUIREMENTS OF MUTCD
@ INSTALL 4 INCH RIGID PVC CONDUIT - TRENCHED. CONDUITS. SEC. 4E.09 AND FIG 4$.|§RQE[T)IEJEHRP T?Bhég‘&é?“THECEE%%?E%QE?ES%Ié%p
SIGNAL: GUIDE TO BES '
(DINSTALL EMBEDDED METER SERVICE PEDESTAL, 5. THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND UTILITIES PRIOR T0 WORK ON PUSHBUTTON LOCATIONS UNTIL A DESIGN WAIVER 1S OBTAINED.
®INSTALL 2 INCH RIGID PVC CONDUIT - TRENCHED. INSTALLING PROPOSED SIGNAL EQUIPMENT. IF ANY UTILITIY CONFLICTS APPROVED BY THE DIRECTOR, OFFICE OF TRAFFIC AND SAFETY.
O USE EXISTING CONTROLLER, CONTACT THE PROJECT ENGINEER.
4. PUSHBUTTON ARROWS ARE TO BE PARALLEL TO THE CROSSING FOR WHICH
®REMOVE EXISTING METER AND DISCONNECT SWITCH.CAP AND ABANDON 6. ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE FINAL THEY ARE INTENDED. .
EXISTING CONDUIT. COORDINATE WITH BGE. SIDEWALK OR CURB GRADE FOR CLOSED SECTIONS, HIGHEST ROADWAY - -
®STUB OUT CONDUIT | FOOT ABOVE GROUND AT BASE OF POLE AND FURNISH PROFILE GRADE FOR OPEN SECTIONS, TO MEET CLEARANCES AS 5. SIGNAL POLES WITH PUSHBUTTONS MAY HAVE THE FOUNDATION INSTALLED DEPAHTS'\;@LE 8'; -"é‘éﬁ&’é’éggm-.om
PVC RISER FOR BGE USE. SPECIFIED IN MD 816.03. MD 818.01, MD 818.02, MD 818.04. AS PART OF THE CURB OR SIDEWALK AS DIRECTED BY THE ENGINEER. STATE HIGHWAY ADMINISTRATION
(QREMOVE EXISTING GROUND MOUNTED SIGN. 7. THE CONTRACTOR SHALL VERIFY ULTIMATE GRADES PRICR TO THE 10D NO: XV135.04 OFFICE OF TRAFFIC & SAFETY
®REMOVE EXISTING CROSSWALK MARKINGS. INSTALLATION OF ALL SIGNAL EQUIPMENT. GEOMETRIC LEGEND chA No-'AAisg;ssh . TRAFFIC ENGINEERING DESIGN DMSION
INSTALL !2 INCH WHITE PREFORMED THERMOPLASTIC - oo s .
®P AVEMENT MARKING LINES 8. CONTRACTOR TO REMOVE EXISTING LANDSCAPE AS NECESSARY TO INSTALL = EXISTING MD 2, MD 2144, MD 253 Various MD 2 (SOLOMONS ISLAND ROAD) AT
. i L L EDGEWATER, MARYLAND
9. ALL PAVEMENT MARKINGS SHALL BE INSTALLED IN ACCORDANCE WITH UTILITY {FGEND
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